


On inquiry we need the following information

PMC 2008

U Butterfly Damper W Disc Damper U By-Pass Damper

U Jaluosie Damper

- Rotor Damper

U Slide Gate Damper

U Negative Pressure Damper/Back Pressure Damper

) Gate-way Damper U Flap Damper U Special Damper

Quantity

Position of the Horizontal )

air duct Vertical |
Air duct
diameter @ mm
Air duct
width =20¢ mm

(Perpendicular to the axle)

Air duct Elb
height + mm

(Perpendicular to the axle)

Differential pressure ____ Pa
Operation pressure ___ Pa
Operation temp. °C
Design temp. g
Tightness %
(99,5-100%)

Material - damper

ADDITIONAL INFORMATION

Connection Weld 0
Flange U
Drive unit

Electric Vv
Hz

Pneumatic [
Hydraulic \
Hz

Manual a

CONTROL EQUIPMENT

Control signal 4-20 mA 1
Position transducer 4-20 mA [}
Digital 0-100 % (0
Limit switches Q

Operating time min/max __s

Safety function
Open Q
Close Q
By loss of
Signal u
Power |

Information forwarded by:

Company

Name

Address

Zip code

City

Country

e-mail

Phone

YPAB gives you
»Safe and less
polluting handle
of air and flue
gases™

* 100% tight towards the
surroundings

 Standard Modular System

* Max 5 bar standard

» Max |1150° C standard

* Press and weldable material

* Manual, electric, pneumatic
or hydraulic drive units

» Seat sealings: Steel, soft or seal air

» Circular or rectangular
connections

» Standard sizes up to — 16 000 mm

YPAB Dampers mean:

* Less medical and environmental
effects

« Easier to fulfill authoritie’s demands
» Less process disturbances
* Lower cost of maintenance

The dampers are CE-marked

. _YPAB
FEEE

YPAB Dampers International AB
Ods Industriomrade
SE-872 36 Kramfors

Sweden

Tel +46 (0)612-120 90
Fax +46 (0)612-120 95

inffo@ypab.se www.ypab.se





